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Gear LubeOil ATF

Durable and Hardworking 
Stay ahead of the competition with LD Series pumps. These affordable 

and full-featured pumps are designed for lower-volume applications.  
LD pumps are fine-tuned for a compact, flexible and durable solution.

Pilot Valves 
Patented self-cleaning design increases reliability in dirty air 
environments and minimizes pressure drop with rapid changeovers 
for reduced stalling and smoother flow.

Engineered for Durability 
Patented cup and plate design eliminates the need for O-rings that 
wear out faster, for a more durable, longer-lasting solution.

Modular Air Valve
Air inlet and exhaust locations are easy to configure with just 
four bolts for simple, hassle-free installations.

Three Inch Air Motor
Provides more power to create better flow.

Typical Applications

•	 Automotive dealerships

•	 Fast lube centers

•	 Service shops

Typical Fluids Handled

•	 Petroleum- and synthetic-based  
oils (motor, gear and ATF)

Pump Performance

LD Series 3:1 Pumps LD Series 5:1 Pumps

Built-In Thermal Relief and Inlet Strainer 
Built-in thermal relief protects your equipment from thermal expansion, 
and an inlet strainer is built in to protect pump from contaminants.
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LD Series Oil Pumps

5 Year
Warranty!  
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Gear LubeOil ATF

Technical Specifications

LD Series 3:1 LD Series 5:1

Fluid Pressure Ratio 3:1 5:1

Air Motor Effective Diameter 3 in (76.2 mm) 3 in (76.2 mm)

Maximum Fluid Working Pressure 450 psi (31 bar / 3.1 MPa) 750 psi (51.7 bar / 5.17 MPa)

Approximate Free Flow Rate @ 100 psi 7.8 gal/min (30 liters/min) 6.7 gal/min (25 liters/min)

Output per Cycle 131 cc 102 cc

Approximate Air Use and Flow @ 100 psi (80 cpm)
18 scfm @ 2.8 gpm 

(0.51 m³/min @ 10.6 lpm)
18 scfm @ 2.1 gpm 

(0.51 m³/min @ 8.0 lpm)

Air Inlet 1/4 in 1/4 in

Fluid Inlet 1 in 1 in

Fluid Outlet 1/2 in 1/2 in

Air Operation Range 20 psi to 150 psi (1.37 bar to 10.3 bar) 20 psi to 150 psi (1.37 bar to 10.3 bar)

Maximum Recommended Pump Speed 120 cpm 180 cpm

Cycles per Gallon (liter) 29 (7.7) 37 (9.8)

Wetted Parts
Zinc plated carbon, steel, aluminium, nitrile, 

polyurethane, nickel plated aluminium
Zinc plated carbon, steel, aluminium, nitrile, 

polyurethane, nickel plated aluminium

Sound Pressure Level 72.9 dB(A) 72.9 dB(A)

Sound Power Level 82 dB(A) 82 dB(A)

Approximate Weight 7 lb (3.2 kg) 7.7 lb (3.5 kg)

Instruction Manual 3A1334 3A1334

Ordering Information

LD Series 3:1 Pumps
Part Number Description

24G576 3:1 Universal oil pump with bung adapter (24F918)

24G579 3:1 Oil pump with cut-to-length steel downtube (16F878) and bung adapter (24F918)

24G582 3:1 Oil pump with 55 gal (200 liter) downtube (16F886) and bung adapter (24F918)

24G585 3:1 Oil pump with 275 gal (1,040 liter) steel downtube (16F885) and bung adapter (24F918) 

LD Series 5:1 Pumps
Part Number Description

24G588 5:1 Universal oil pump with bung adapter (24F918)

24G591 5:1 Oil pump with cut-to-length steel downtube (16F878) and bung adapter (24F918)

24G594 5:1 Oil pump with 55 gal (200 liter) steel downtube (16F886) and bung adapter (24F918)

24G597 5:1 Oil pump with 275 gal (1,040 liter) steel downtube (16F885) and bung adapter (24F918)

Oil Pum
ps and Packages

LD Series Oil Pumps


